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LUMINAIRE: FORMED SEMI-DIFFUSE METAL HOUSING/MOUNTING PLATE, 2 FORMED WHITE
PAINTED METAL DRIVER COVERS, 2 WHITE CIRCUIT BOARDS EACH WITH 30
LEDS, FORMED CYLINDRICAL WHITE PLASTIC DIFFUSER WITH WOVEN WHITE
CLOTH COVERED EXTERIOR, FLAT TRANSLUCENT WHITE ACRYLIC BOTTOM
DIFFUSER, MACHINED SEMI-SPECULAR METAL DECORATIVE CENTER WITH
ACRYLIC BOTTOM. THE O-DEGREE PLANE IS PARALLEL WITH THE CIRCUIT
BOARDS.

LAMP: SIXTY WHITE LIGHT EMITTING DIODES (LEDS), VERTICAL BASE-UP
POSITION.

DRIVERS: TWO ESPEN VEL12030MVH-1

NOTE : DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED AT RATED INPUT
VOLTAGE (120VAC, 60Hz) TO THE DRIVERS. DIFFUSER MATERIAL INFORMATION
PROVIDED BY CLIENT.

Calibration Due:

INSTRUMENTS : Associated Power Technologies APT5010 AC Power Source N/A
Yokogawa WT210 Digital Power Meter #9 01/31/16
Ocean Optics QE65000 Spectroradiometer 03/17/16

ITL 1.5m Diameter Integrating Sphere S15-2, 4PI Geometry 03/17/16

OBJECT OF TEST: Measure the Absolute Flux in lumens*,
Correlated Color Temperature (CCT), Color Rendering Index (CRIa,1l-14),
Chromaticity Coordinates (x,y; u’,v’), ANSI C78.377 Duv, Total Radiant
Flux*, Scotopic / Photopic Lumen Ratio, and electrical data including
ANSI C82.77-2002 Power Factor (PF) and Total Harmonic Distortion (THD)
to the test sample.

Spectral Power Distribution (SPD),

PROCEDURE : The test sample was provided by the customer and had an unknown number
of operating hours. The test sample was mounted inside the integrating
sphere and allowed to stabilize. After stabilization occurred,
measurements were taken. In order to measure mean performance, multiple
data sets were recorded and averaged. Readings were taken with the test
sample operating at 120VAC input in a 25 +/-1 degree Celsius free
air ambient and in accordance with IESNA LM-79-08. All data are traceable
to the National Institute of Standards and Technology.

RESULTS: (continued subsequent pages)
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RESULTS:
PHOTOMETRIC COLOR RENDERING INDICES | CRI
Total Integrated Flux (lumens) 863 * Ra (Average 1-8) 86
SPECTRORADIOMETRIC R1 Light greyish red 85
Observer CIE 1931 2 degree R2 Dark greyish yellow 92
Chromaticity Ordinate x 0.4368 R3 Strong yellowish green 96
Chromaticity Ordinate y 0.3986 R4 Moderate yellowish green 84
Observer CIE 1976 2 degree R5 Light bluish green 84
Chromaticity Ordinate u’ 0.2529 R6 Light blue 89
Chromaticity Ordinate v’ 0.5192 R7 Light violet 88
Correlated Color Temp CCT (K) 2957 R8 Light reddish purple 71
ANSI C78.377-2008 Duv -0.002 R9 Strong red 37
Total Radiant Flux (milliwatts) 3001 * R10 Strong yellow 81
Scotopic / Photopic Lumen Ratio 1.384 R11 Strong green 81
R12 Strong blue 71
ELECTRICAL R13 Light yellowish pink (skin) 86
Input Voltage (Volts AC ) 120.0 R14 Moderate olive green (leaf) 98
Input Current (Amps AC ) 0.173
Input Power (Watts) 20.5
Input Power Factor (%) 98.7
Input Current THD (%) 13.8
Input Voltage THD (%) 0.2
EFFICACY (lumens/Watt) 42.1

*NOTE: The total lumen output shown on this report was obtained from
photometric test ITL84581

THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.



®
- NV&[&

NVLAP LAB CODE: 200925-0

b OUIdBr INDEPENDENT TESTING LABORATORIES, INC.

THE LIGHT CENTER OF THE INDUSTRY siNcE 1955~ 4066 CAMELOT CIRCLE, LONGMONT, CO 80504 USA
PHONE: (303)442-1255 + FAX: (970)535-3114 + E-MAIL: itl@itlboulder.com + WEBSITE: www.itlboulder.com

REPORT NUMBER: ITL84591 Page 3 of 4
DATE: 05/13/15
REVISED: 04/04/16
PREPARED FOR: OXYGEN LIGHTING
CATALOG NUMBER: 3-695-XX
RESULTS:
Wavelength mW per nm Wavelength mW per nm Wavelength mW per nm
380 0.064 515 7.255 650 13.539
385 0.066 520 7.876 655 12.894
390 0.069 525 8.423 660 12.167
395 0.077 530 8.939 665 11.346
400 0.088 535 9.452 670 10.413
405 0.130 540 9.968 675 9.413
410 0.181 545 10.523 680 8.546
415 0.292 550 11.124 685 7.901
420 0.506 555 11.761 690 7.377
425 0.871 560 12.425 695 6.860
430 1.468 565 13.101 700 6.305
435 2.394 570 13.762 705 5.725
440 3.763 575 14.368 710 5.170
445 5.915 580 14.913 715 4.635
450 8.649 585 15.407 720 4.137
455 9.729 590 15.841 725 3.685
460 7.916 595 16.210 730 3.273
465 5.963 600 16.473 735 2.905
470 4.861 605 16.609 740 2.576
475 3.926 610 16.662 745 2.279
480 3.331 615 16.619 750 2.020
485 3.313 620 16.445 755 1.789
490 3.641 625 16.144 760 1.582
495 4.208 630 15.769 765 1.398
500 4.960 635 15.314 770 1.240
505 5.787 640 14.766 775 1.095
510 6.555 645 14.153 780 0.967
Output vs. Wavelength
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0.2

THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


